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IQ7A™ Microinverter IQ8AC™ Microinverter IQ8HC™ Microinverter

Module pairing

350 - 485 W

Module pairing

350 - 480 W

Module pairing

350 - 505 W

Project voltage

230 V L-N & 400 V WYE

Project voltage

230 V L-N & 400 V WYE

Project voltage

230 V L-N & 400 V WYE

Module compatibility

High powered

Module compatibility

Latest high power/current

Module compatibility

Latest high power/current

Rated power 

366 VA

Rated power 

360 VA

Rated power 

380 VA

Burst Mode Technology Burst Mode Technology Burst Mode Technology

Rapid Shutdown Rapid Shutdown Rapid Shutdown
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Item AS/NZS 5033:2014 AS/NZS 5033:2021

Microinverter  
rated power limit

350-Watt limit. No power limit.

DC Switch 
disconnectors

Switch disconnectors not  
required for module connection  
to microinverter.

Exemption < 120VDC applies to 
Microinverters: DC connectors can be  
used as load break switch disconnectors.

Microinverter 
mounting position  
and DC cable length

Cable length from the PV module to  
the DC conditioning unit is no longer 
than 1.5 m. No extension cables.

Exemption < 120VDC applies to 
Microinverters: No cable length restriction, 
inverter can be up to 1.5m from PV module.

PV Array earthing
Minimum size PV Array earth conductor 
= 4mm2 for all systems.

*Exemption < 120VDC applies to 
Microinverters: For isolated inverters,  
PV Array earthing can use the earth wire  
in AC cable (i.e. 2.5 mm).

Green circular 
reflective sign for 
emergency services

Basic “PV” warning sign  
for all systems.

Three “PV AC” warning signs to identify  
PV array cabling/disconnection type.

Earth fault alarms Not applicable for ELV systems.
*Exemption only for inverters classified  
as isolated per IEC 62109-2.  

*Enphase Microinverters are double insulated, 
transformer isolated and hence classified as 
“isolated” inverters per IEC 62109-2 and  
AS/NZS4777.2 2020. Typical DC string 
inverters are not classified as isolated.
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System labelling 
with Enphase

System labelling 
with DC systems



Branding and promotion

Highest priority
Branding and promotion

High priority
Branding and promotion

Priority

Access to new products

Pre-launch
Access to new products

Priority at launch
Access to new products

Normal after launch

Product allocation

Highest priority
Product allocation

High priority
Product allocation

Priority

Executive access

Invitation to  
executive roundtable

Executive access

Invitation to  
tradeshow summit

Executive access

Invitation to  
tradeshow summit

Product Warranty 

Discounted extension  
up to 25 years

Product Warranty

Discounted extension  
up to 25 years

Product Warranty

Market price

Zero-cost leads

Highest priority
Zero-cost leads

High priority
Zero-cost leads

Priority




